EQUIPMENT 


CORPORATION 


A-1200 


STEREO TAPE DECK 


"All püsh; button system 
« Oüter<rotor motors 
ai Three heads 
«ADD recording, Stereo echo 


¿O —Three, 4 track 2 channel 

Reel Size —7” maximum 

Tape Speed — 712 and 3% ips (+0.5%) 

Motors—Two outer-rotor; one hysteresis synchronous 


Wow and Fiutter—7¥2 ips 0.12% 
3% ips 0.15% 


Frequency Response— 7% ips 30 to 20,000 Hz 
3% ips 30 to 15,000 Hz 


Signal-to-Noise Ratio—50 db 


Input — Microphone: 10,000 ohms, 0.1 mV minimum 
Line: 100,000 ohms, 0.1 V minimum 


Output — 10,000 ohms minimum (Load impedance), 1 V 


Power Requirements — 100/ 115/220 VAC, 50/60 Hz, 
100 W nominal 


Dimensions and Weight —17” x 15Y2” x 934”, 46 Ibs. 


Optional Accessories—RC-101, LS-205, MC-105, MC-106 


PORTABLE STEREO TAPE DECK 


= Automatic reverse ES i 
= All push-button system” ¿ae 
= Outer —rotor motors’ x“ 
= Four heads dl SS di 


= ADD recording, Stereo echo 
Heads — Four, 4 track 2 channel 
Reel Size —7” maximum 
Tape Speed — 71⁄2 and 3% ips (+0.5%) 
Motors — Two outer-rotor; one hysteresis synchronous 
Wow and Flutter— 71 ips 0.12% 
3% ips 0.15% 
Frequency Response -— 772 ips 30 to 20,000 Hz 
3% ips 30 to 15,000 Hz 
Signal-to-Noise Ratio— 50 db 
Input — Microphone: 10,000 ohms, 0.1 mV minimum 
Line: 100,000 ohms, 0.1 V minimum 
Output — 10,000 ohms minimum (Load impedance), 1 V 
Power Requirements— 100/ 115/220 VAC, 50/60 Hz, 
100 W nominal 
Dimensions and Weight — 16” x 16%” x 9%”, 42 Ibs. 
A-1600 with self contained amplifier and 


speakers also available 

Walnut finish wooden case is also available at 
your option 

Optional Accessories—RC-101, LS-205, MC-105, MC-106 


A-4010S 


STEREO TAPE DECK 


= Symmetrical control system 
= Automatic reverse 

=a Outer—rotor motors 

= Four heads 

= Large VU meters 


Heads — Four, 4 track 2 channel 

Reel Size —7” maximum 

Tape Speed — 7% and 3% ips (+0.5%) 

Motors—Two outer-rotor; one hysteresis synchronous 


Wow and Flutter—71 ips 0.12% 
3% ips 0.15% 


Frequency Response— 77% ips 30 to 20,000 Hz 
3% ips 30 to 15,000 Hz 


Signal-to-Noise Ratio— 50 db 


Input — Microphone: 10,000 ohms, 0.25 mV minimum 
Line: 100,000 ohms, 0.14 V minimum 


Output — 1 volt for a load impedance 100,000 ohms 
or more 


Power Requirements— 100/ 115/220 VAC, 50/60 Hz, 
110 W nominal 


Dimensions and Weight - 1744” x 172” x 9%”, 48 lbs. 


Optional Accessories—RC-401, LS-205, MC-105, MC-106 


STEREO TAPE DECK 


m Phase ‚sensing system automatic reverse 
aSymMetrical control system 

e  Qüter—rotor motors 

se Four heads in plug-in unit 

* = Large VU meters 


Heads — Four, 4 track 2 channel 

Reel Size —7” maximum 

Tape Speed — 7% and 3% ips (+0.5%) 

Motors—Two outerrotor; one hysteresis synchronous 


Wow and Flutter— 7% ips 0.08% 
3% ips 0.12% 


Frequency Response— 7% ips 30 to 20,000 Hz 
3% ips 30 to 15,000 Hz 


Signal-to-Noise Ratio— 55 db 
Input — Microphone: 10,000 ohms, 0.5 mV minimum 
Line: 300,000 ohms, 0.1 V minimum 


Output — 1 volt for a load impedance 10,000 ohms 
or more 


Power Requirements— 100/ 115/220 VAC, 50/60 Hz, 


110 W nominal 


Dimensions and Weight — 2078” x 17¥2” x 8%”, 46 Ibs. 


Optional Accessories—RC-601,RC-602,HP-101,MC-105,MC-106 


STEREO TAPE TRANSPORT 


= Symmetrical control system 

= Automatic reverse ys ¿e 

= Outer—rotor mater ssc 

" Four heads ~ ys 

" Built-in playback pre-amplifiers 


Heads —Four, 4 track 2 channel 

Reel Size —7” maximum 

Tape Speed — 7¥2 and 3% ¡ps (+0.5%) 

Motors—Two outer-rotor; one hysteresis synchronous 


Wow and Flutter — 72 ips 0.12% 
3% ips 0.15% 


Frequency Response—7Y2 ips 30 to 20,000 Hz 
3% ips 30 to 15,000 Hz 


Signal-to-Noise Ratio— 50 db 


Output — 1 volt for a load impedance 100,000 ohms 
or more 


Power Requirements—100/115/ 220 VAC, 50/60 Hz, 
110 W nominal 


Dimensions and Weight-—1744” x 13” x 934”, 42 Ibs. 


Optional Accessories—RC-401, LS-205, MC-105, MC-106 


PORTABLE STEREO TAPE RECORDER 


" Bi-directional recording 
Symmetrical operation 
Hysteresis synchronous motor 
Three speeds, Four heads 

= 20 W output 


Heads — Four, 4 track 2 channel 
Reel Size —7” maximum 
Tape Speed — 7% , 3% and 17% ips (+1%) 
Motor — One hysteresis synchronous 
Wow and Flutter —7% ips 0.12% ,3% ips 0.15% 
1% ips 0.2% 
Frequency Response — 7% ips 30 to 20,000 Hz 
3% ips 30 to 15,000 Hz, 1% ips 40 to 7,000 Hz 
Signal-to-Noise Ratio— 50 db 


Input— Microphone: 600 ohms 
Line: 100,000 ohms, 0.1 V minimum 


Output — Line: 50,000 ohms minimum (Load impedance) 
0.5 Y 
Speaker: 16 ohms, 10 W/ch (Music power) 


Power Requirements— 100/110/ 115/220 VAC, 50/60 Hz, 
80 W nominal 


Dimensions and Weight— 22%” x 14”x 11%", 44 lbs, 


Complete with a pair of MC-107 Microphone 
Optional Accessor y —HP-101 


STER EO TAPE DECK 


. BiBirectional Recording and Playback 

Four TEAC Techno-Built Precision Heads 
er "= Rerfect Head Protection 

i ar Symmetrically Controlled Operation 

= Simplified Long-Life Mechanism 

= Separate De Luxe VU Meters 


Heads—Four, 4 track 2 channel 

Reel Size—7'' maximum 

Tape Speed—7%., 3% and 1% ips (+ 1%) 

Motor—4-pole hysteresis synchronous motor 

Wow and Flutter—7 Y. ips 0.12%, 3% ips 0.15%, 
1% ips 0.20% 

Frequency Response— 7 Y: ips 30 to 20,000 Hz, 
3% ips 30 to 15,000 Hz, 17% ips 40 to 
7,000 Hz 

Signal-to-Noise Ratio—50 db 

Input—Microphone: 600 ohms 
Line: 100,000 ohms, 0.10 V minimum 

Output—0.5 V for load impedance of 50,000 ohms 
or more 


Power Requirement—100/110/115/220 V AC, 50/60Hz, 


70 W nominal 


Dimensions and Weight—1 1% ''x10%"'x5%"", 33 lbs 


Optional Accessories—MC-105, MC-106L, HP-101 


LS-260/300 


SPEAKER SYSTEM 


a 3 way, compact enclosure m 
= High efficiency, Wide ratte, Low distortion 


RY 280 LS—300 

Speaker Woofer DO inch 12 inch 

Mid-Range 4 inch 4 inch 
Tweeter 2 inch (Horn) 2 inch (Horn) 

impedance 8 ohms 8 ohms 


Frequency Response 40 to 20,000 Hz 35 to 20,000 Hz 


Maximum 
Input Power 20 watts 30 watts 
Dimensions 
and Weight 14” x224” 18 %”x 25%” 
11%" x11%” 
29 lbs. 37 Ya lbs. 


EXCLUSIVE DISTRIBUTOR IN U.S.A. 

TEAC CORPORATION OF AMERICA 
2000 COLORADO AVENUE, SANTA MONICA, CALIFORNIA 90404 
PHONE: (213) 394-0240 


TEAC CORPORATION 


HEAD OFFICE 3-7-3 NAKA-CHO, MUSASHINO, TOKYO 
PHONE: MUSASHINO (0422) 51-8181 
SALES OFFICE SHINJUKU BUILDING 
2-94-7, TSUNOHAZU, SHINJUKU, TOKYO 
PHONE: TOKYO (03) 343-5151 


PRINTED IN JAPAN - 0269 - D-681E 


__ ACCESSORIES 


MC-105 MC -1 6 
Unidirectional Nondisectional 
Dynamic Microphone Dysamic Microphone 


E-1 
Head Demagnetizer 


a 


RE-701/702  TZ-251 TZ-252 


Reel, single pack Head Cleaner Tape Recorder Oil 
and twin pack Rubber Cleaner Tape Recorder Polisher 


HP-101 HP-102 RC-602 
Stereo Headphone Stereo Headphone Repeat Box for A-6010 
Dynamic type 82 Dynamic type 10ko 


FE 


RC-101 4 
Remote Control Unit Remote Control Unit Remote Control Unit 
for A-1200/1500/1600 for A-4010S for A-6010 


PHASE-SENSING AUTO-REVERSE SYSTEM 
allows continuous playback in both tape direc- 
tions. To make it work, simply press a control 
panel button which automatically applies a 
reverse sensing signal to any desired part of 
the tape. In addition, the auto-reverse system 
can be operated with a piece of sensing foil. 


SYMMETRICAL CONTROL SYSTEM provides 
a feather-light touch control for fast winding 
in both directions, playback, and stop. The 
symmetrical control system's smooth and 
gentle operation enhances tape longevity. 


PREMIUM HEADS are used for record, erase, 
forward playback, and reverse playback. 
These heads are the hyperbolic-type with nar- 
row gaps which provide a wide frequency 
range, minimize crosstalk, improve signal- 
to-noise ratios, and furnish a distortion-fre® o 
quality of sound reproduction, inthe ige 
pr 


vity of almost 3,000 hours use. „¿¢° RS 


Xu 


TWO PRECISION INDUCTION MOTORS 
and one hysteresis synchronous motor 
provide stable performance. The induction 
motors provide incredibly smooth, steady 
reel drive with minimum tape rewinding 
tension. The hysteresis synchronous 
motor provides dependable capstan drive 
with electrified change of tape speed. 


LARGE VU METERS provide convenient re- 
cording level monitors with two-color cali- 
brated scales which are easily visible at a 
distance from the tape deck. 


ADD RECORDING, STEREO ECHO features 
extend the tape deck capabilities for more 
specialized usage. ADD recording permits 
simultaneous playback and recording on 
separate tracks, Stereo echo is provided for 
adding that special sound effect. 


